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Abstract: When concrete is being transported through a pipe, the lubrication layer is formed at the interface between concrete
and the pipe wall and is the major factor facilitating concrete pumping. A possible mechanism that illustrates to the formation of
the layer is the shear-induced particle migration and determining the rheological parameters is a paramount factor to simulate the
concrete ﬂow in pipe. In this study, numerical simulations considering various rheological models in the shear-induced particle
migration were conducted and compared with 170 m full-scale pumping tests. It was found that the multimodal viscosity model
representing concrete as a three-phase suspension consisting of cement paste, sand and gravel can accurately simulate the
lubrication layer. Moreover, considering the particle shape effects of concrete constituents with increased intrinsic viscosity can
more exactly predict the pipe ﬂow of pumped concrete.
Keywords: concrete pumping, lubrication layer, shear-induced particle migration, multimodal viscosity model, particle shape.
1. Introduction
Since concrete pumping was ﬁrstly introduced in 1930s, it
has been a most common technique to transport fresh con-
crete in the real construction sites as it allows access to hard
to reach region and reduces casting process duration and
allows for a continuous casting. It has mostly been con-
ducted not based on a quantitative estimation but based on
hand-on experience or qualitative estimation for the pum-
pability through simple material tests such as slump test and
bleeding test. However, a methodology for the quantitative
predictions of the concrete pumping such as pumpable
height or distance, pressure level, and ﬂow rates are neces-
sary to control the casting speed and to determine the total
duration of the construction period, which is directly related
to the construction cost.
Various studies (Browne and Bamforth 1977; Ede 1957;
Chailmo et al. 1989; Tanigawa et al. 1991; Alekseev 1952;
Weber 1968; Morinaga 1973; Sakuta et al. 1989; Jacobsen
et al. 2009; Kaplan et al. 2005) have indicated that the
lubrication layer which is formed at the interface between
the concrete and the wall of the pipe plays a dominant role to
facilitate concrete pumping (c.f. Fig. 1). Its existence was
ﬁrst suggested by Alekseev (1952) and Weber (1968).
Morinaga (1973) also noted that, from a theoretical point of
view, considering the rheological parameters of the material,
the pumping of concrete would not be possible without the
formation of this slippage layer. Sakuta et al. (1989) went
further and demonstrated that the ﬂow properties of the bulk
material were irrelevant. The only properties that matters
were the ability of the material to form this layer. A study by
Kaplan et al. (2005) also demonstrated that the lubrication
layer is a major factor in facilitating concrete pumping
because the layer has a signiﬁcantly lower viscosity and
yield stress than concrete as generally measured by a con-
crete rheometer and also developed a test instrument called a
tribometer that measures the friction stress at the wall of the
pipe. Kwon et al. (2013) also developed a test instrument by
considering the level of the shear rate that induces the
lubrication layer during real pumping. Choi et al. (2013a)
tried to measure the velocity of lubrication layer for full size
pumping circuits using an ultrasonic velocity proﬁler (UVP).
A possible mechanism that illustrates to the formation of
its layer is shear-induced particle migration (Choi et al.
2013b; Phillips et al. 1992; Jo et al. 2012; Wallevik 2008;
Koehler et al. 2006). When concrete is pumped, a redistri-
bution of particles occurs near the wall of the pipe due to the
gradient of the shear stress. This is a common feature of
particle suspensions, and initially well-mixed particles in
concentrated suspension ﬂows undergo migration from
regions of higher shear stress to those of lower shear stress.
The concrete pumping can therefore be considered in most
cases as the shearing of an annular layer that is a few mil-
limeters thick and has much lower viscosity than the con-
crete itself. Phillips et al. (1992) veriﬁed that the shear-
induced particle migration can be a formative mechanism for
the formation of the layer. Choi et al. (2013b) and Jo et al.
(2012) tried to simulate the formation of the layer in the
concrete pipe ﬂow with the shear-induced particle migration.
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When conducting the shear-induced particle migration
analysis, the rheological parameters of materials are a par-
amount factor to predict the lubrication layer and the
pumping conditions. Various rheological models (Haﬁd et al.
2010; Chateau and Trung 2008; Liu 2000; Krieger 1959;
Chong and Baer 1971; Farris 1968) were suggested to
describe the rheological behavior of suspension. However,
very few studies have been performed to establish compre-
hensive prediction methodology for concrete pumping, that
is, there have been few studies investigating the role of these
rheological models on determining the pipe ﬂow of pumped
concrete, more speciﬁcally, for the formation and material
properties of lubrication layer.
The objectives of this study are therefore investigating the
pipe ﬂow of pumped concrete depending on the various
rheological models. The calculated results were compared
with the 170 m full-scale pumping tests (Choi et al. 2013a).
From the comparison, it was found that the multimodal
suspension model representing concrete as a three-phase
materials consisting of cement paste, sand and gravel with
the effects of the particle shape can accurately predict the
properties of lubrication layer and the pipe ﬂow of pumped
concrete.
2. Analysis Method for the Pipe Flow
of Pumped Concrete
2.1 Shear-Induced Particle Migration
As stated in the introduction, to predict the pipe ﬂow of
pumped concrete, the lubrication layer should be carefully
investigated. Several possible mechanisms illustrating the
formation of its layer could be found in existing studies
(Kaplan et al. 2005; Kwon et al. 2013; Choi et al. 2013b;
Phillips et al. 1992; Jo et al. 2012; Wallevik 2008; Koehler
et al. 2006). In this study, the shear-induced particle migra-
tion which demonstrated that particles in suspension migrate
across the streamlines from a region of a higher shear rate to a
region of a lower shear rate was considered as a major pos-
sible mechanism that contributes to the formation of the
lubrication layer. Leighton et al. (Leighton and Acrivos
1987a, b) suggested phenomenological models for particle
migration in non-homogeneous shear ﬂows that typically
result from spatial variation in irreversible interaction fre-
quency and effective viscosity. Phillips et al. (1992) adapted
the scaling arguments of Leighton and Acrivos (1987a, b)
and proposed a diffusive ﬂux equation to describe the time
evolution of the particle concentration based on a two-body
interaction model. In this study, the particle diffusive model
proposed by Phillips et al. (1992), combined with general
ﬂow equations, was extended to solve the ﬂow of concrete
and predict the particle concentration distribution of sus-
pensions in a pressure driven pipe ﬂow.
The governing equation of the shear-induced particle














where / is the particle concentration, t is the time, uz is the
velocity component in the ﬂow direction, a is the particle
radius, z is the ﬂow direction, r is the radial direction, g is the
apparent viscosity of the concentrated suspension, and Kc
and Kg are dimensionless phenomenological constants.
In the pipe ﬂow of pumped concrete, the shear stress is the
highest at the wall of the pipe and linearly decreases as the
position moves to the center of the pipe. The stress gradient
is a driving force to move particles toward the center of the
pipe as described in the ﬁrst term of the right side in Eq. (1).
The increase of the particle concentration due to the
migration may increase the viscosity and the yield stress,
which hinder the additional migration of the particles as
described in the second term of the right side in Eq. (1). As a
result, the concentration of the particle inside the pipe is
determined by the balance between the two actions, namely,
the migration due to the stress gradient and the hindrance
due to the increased rheological properties.
The governing Eq. (1) should be supplemented with
appropriate boundary conditions at the pipe wall, which is
subjected to the usual no slip condition (u = 0) and no







 n ¼ 0 ð2Þ
The particle concentration is assumed to be uniform
initially at the entrance of the pipe, i.e.
/ ¼ /0 for 0 rR at z ¼ 0 ð3Þ
where /0 is the initial concentration of particles. The
parameters, Kc and Kg should be independent of the particle
size, concentration, and shear rate. The values of these
parameters were set to 0.3 and 0.6, respectively (Phillips
et al. 1992).
2.2 Effects of Particle Concentration
and Particle Shape on Rheological Properties
Regarding the governing equation for shear-induced par-
ticle migration in Eq. (1), the apparent viscosity g which is a
Fig. 1 Schematic pattern of concrete ﬂow in the pipe.
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rheological parameter of materials should be carefully
determined. The apparent viscosity g for the Bingham ﬂuid
model can be expressed as follows:




where gp and s0 are the plastic viscosity and yield stress of
Bingham ﬂuid model, respectively. The particle
concentration variation due to particle migration might
cause a considerable change in the rheological characteristics
of the mixtures. For the yield stress s0, one possible model
that was presented in the literature was used (Haﬁd et al.










where /s and /g are the volume fraction of sand and gravel
and /s,max and /g,max are the maximum concentration of
sand and gravel, respectively.
Through the preliminary investigation on the effects of the
rheological properties on the concrete pumping (Choi et al.
2013a), the yield stress causes a minor effect on the pipe
ﬂow compared to the effects of the plastic viscosity, that is,
above single yield stress model is sufﬁcient to analyze the
concrete ﬂow. On the other hand, the plastic viscosity gp is
greatly inﬂuencing on ﬂow rates and pump pressure so that it
should be carefully determined to investigate the concrete
pumping.
There have been various studies to illustrate the behavior
of suspensions and suggested some viscosity models (Liu
2000; Krieger 1959; Chong and Baer 1971; Farris 1968).
When taking into account the concrete, suggested viscosity
models can be divided into two categories depending on the
scale-level of constituents: unimodal suspension model and
multimodal suspension model. From a unimodal suspension
point of view, concrete can be considered as a two-phase
material consisting of mortar and gravel. In this approxi-
mation, mortar is the suspending medium and gravel is an
only particle considered. In this study, three unimodal vis-
cosity models were investigated.
The ﬁrst unimodal viscosity model is Liu model (Liu
2000). The model is capable of predicting the viscosity of a
variety of ceramic suspensions under different conditions of
shear. Regarding the model, to take into account the maxi-
mum packing density, Liu proposed a model to estimate the
theoretically maximum particle volume fractions (/max) that
are allowable for a given suspension at which the concrete
viscosity approaches inﬁnity. Under the Liu model, the
maximum solid fraction of gravel was determined as 0.645,
for this study. The proposed viscosity model by Liu was
provided as follows:
gr ¼ ½a /max  /ð Þ2 ð6Þ
where a is a constant which was determined from the
(1 - gr) - / relationship.
The second model used in this study is the Krieger–






This model takes into account the concentration, size
distribution, and shape of the particles within the suspension.
Ideally, the Krieger–Dougherty model is much better suited
to evaluate the viscosity of a cement paste or concrete.
The last model was provided by Chong and Baer (1971)
predicting the relative viscosity as a function of particle








Meanwhile, from a multimodal suspension point of view,
concrete can be considered as a three-phase material
consisting of cement paste, sand and gravel. Farris (1968)
basically developed a theory for calculating the viscosity of
multimodal suspensions of spheres. The viscosity of particles
of a multimodal suspension can be calculated from the
unimodal viscosity of each size as long as the relative sizes are
sufﬁcient to ensure no interaction between the gravel and sand









The Farris model breaks the aggregate parameters into two
levels: sand and gravel. The volume fraction, i.e. /s and /g
of each mode is determined separately according to the mix
proportion and /s,max and /g,max is the maximum solid
fraction of sand and gravel, respectively. Through the Liu
model (Liu 2000), the maximum solid fractions of each
mode were determined as 0.675 and 0.645, respectively, for
this study condition. Where gs and gg are the intrinsic
viscosity of the sand and gravel, respectively, and it
represents the effects of individual particle shape on
viscosity. It is deﬁned as follows:





where gr is determined by Eq. (9). Therefore, in case of multi-
modal viscosity model, the effects of individual particle shape
should be carefully determined in calculating the viscosity.
2.3 Effects of Particle Shape
Basically, Farris (1968) proposed the multimodal suspen-
sion viscosity model using a constant intrinsic viscosity
value, i.e. 2.5, for representing the spherical particles case. In
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effect, the intrinsic viscosity represents the effects of the
individual particle shape on the viscosity. In case of con-
crete, as the constituents deviate from spherical shape,
modiﬁed intrinsic viscosity values should be used to simu-
late the effects of particle shape. According to Struble and
Sun (1995) and Barnes et al. (Walters 1989), the intrinsic
viscosity is 2.5 for spherical particles, and when the particles
deviate from spherical shape, this value should be increased.
The intrinsic viscosity is the limiting value of the reduced
viscosity as the concentration of particles approaches zero.
By replacing the 2.5 fraction with intrinsic viscosity, particle
shapes can be considered with the expression. Therefore, to
simulate the effect of particle shape on plastic viscosity, it is
necessary to obtain relationship between the intrinsic vis-
cosity and the shape characterization of the aggregates.
Szecsy (1997) obtained some relationship between the
intrinsic viscosity values and circularity which is a parameter
to explain shape character in order to calculate the overall
viscosity (c.f. Fig. 2). The maximum limit of 10 is set for the
intrinsic viscosity as it is the largest reported value for
intrinsic viscosity by Barnes et al. (Walters 1989). The cir-








where A is the cross sectional area of particle, and P is the
perimeter of particles. In this study, to ﬁnd out the parame-
ters of circularity, the digital image processing technique was
used and more details information could be found in earlier
works (Choi et al. 2013b).
3. Experimental Programs
3.1 Materials and Mix Proportions
To investigate the concrete ﬂow in a pipe, a highly-
workable concrete (i.e. ﬂuid concrete) was studied in this
work. The mix proportion is given in Table 1. The cement
was a CEM I 52.5 N with density 3,150 kg/m3. The sand
was natural river sand with density 2,590 kg/m3 and ﬁneness
modulus of 2.81. Sand particle size ranges from 0.08 to
5 mm with water absorption capacity 2.43 %. The maxi-
mum coarse aggregate size was 25 mm. It was a limestone
aggregate with water absorption capacity 0.8 %, density
2,610 kg/m3, and ﬁneness modulus 6.72. The amount of
mixing water was corrected to take into account the water
absorbed by sand and coarse aggregates. A polycarboxylate-
based high range water reducing admixtures (HRWRA) was
also used. Its dosage is shown in Table 1 marked as %
HRWRA, meaning the percentage of admixture relative to
binder content which is the sum of cement, ﬂy ash and blast
furnace slag (in weight). The mix proportion has 4.5 % air
content.
3.2 Measurement of Rheological Properties
To determine the rheological properties of concrete by
using the concentration form of particles, the rheological
properties of suspension such as mortar and cement paste
were measured by using a commercially available digital
Brookﬁeld rheometer equipped with cylindrical smooth
spindle (cf. Fig. 3). The device keeps the temperature of the
specimen constant during the entire time span of the rheo-
logical test through a water circulation system around the
sample container. The test was started at the age of 15 min
after water addition time. The tests were executed stepwise
at 100, 50, 30, 20, 10 and 5 rpm. At each rotational speed,
torque and angular velocity data were recorded. The recor-
ded results were then converted into viscosity functions such
as shear stress (Pa) and shear rate (1/s) using standard pro-
cedure (Mitschka 1982). The linear regression analysis was
conducted to determine the plastic viscosity and yield stress
as slope and intercept of the regression line drawn through
the data points in shear stress versus shear rate plot (Lachemi
et al. 2004).
3.3 Full Scale Pumping Test
For the experimental veriﬁcation, a horizontal pumping
circuit of 170 m length was set up (c.f. Fig. 4; Choi et al.
2013a). This circuit included eight 180 and three 90 bends.
The pipe diameter was 125 mm and its thickness was
7.7 mm. The concrete pump was a high pressure piston
pump. The ﬁlling rate of the pump cylinder, which directly
affects the ﬂow rate, was calibrated from speciﬁc experi-
ments prior to the real concrete pumping. The concrete was
pumped into several 1 m3 reservoirs, which were connected
to a linear variable differential transformer (LVDT). As the
pump cylinder volume is known, the ﬁlling rate was com-
puted from the LVDT length variation with designated
stroke times. Through these experiments, the averaged ﬁlling
rate was found to be around 85 %.
3.4 Ultrasonic Velocity Proﬁler (UVP)
An ultrasonic velocity proﬁler (UVP; Choi et al. 2013a, b;
Met-ﬂow 2002) was used to obtain a non-destructive mea-
surement of the concrete velocity proﬁle in the pipe using
Fig. 2 Relationship between intrinsic viscosity values and
circularity.
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ultrasonic waves with a high resolution. The detailed spec-
iﬁcations of the device used in this study are given in
Table 2.
The UVP allows for the measurement of the ﬂow velocity
proﬁle using the following steps: ﬁrst, there is a pulsed
emission of ultrasound signals, then the echo reception and
ﬁnally the detection of the Doppler shift frequency. In
addition, for application of the UVP using ultrasonic waves,
a 1 m transparent engineered plastic pipe with the same
diameter as the standard pipe was installed in the last sec-
tion, as shown in Fig. 5. Other information about the UVP,
such as its principle of measurement, the installation of the
ultrasonic probe and some limitation can be found in the
earlier works (Choi et al. 2013a; Met-ﬂow 2002).
4. Numerical Simulation for the Pumping
Test
4.1 Intrinsic Viscosity for Sand and Gravel
In case of multimodal viscosity model, the modiﬁed
intrinsic viscosity for sand and gravel should be determined
for the shear-induced particle migration analysis. To deter-
mine an optimum intrinsic viscosity considering the particle
shape effects, the circularity was quantiﬁed using digital
image processing technique (Kwan et al. 1999; Mora and
Kwan 2000; Otsu 1979). Through the relationship between
the intrinsic viscosity and the circularity in Fig. 2, the cal-
culated intrinsic viscosity of sand and gravel are determined
as 3.5 and 6, respectively, which are the averaged values of
representative samples of each aggregate which are selected
randomly (Choi et al. 2013b).
4.2 Pipe Modeling and Analysis Conditions
Figure 6 shows the two-dimensional axisymmetric mod-
eling of the pipe and part of the mesh. From the previous
studies (Kaplan et al. 2005; Kwon et al. 2013; Choi et al.
2013a, b), the pressure distribution along the pipe length has
a nearly linear relation. Therefore, for an effective numerical
analysis, the 10 m length of the pipe was modeled for the
shear-induced particle migration analysis. The detailed input
values for the analysis in this study are summarized in
Table 3. The commercial computational ﬂuid dynamic
(CFD) code Fluent (Fluent Inc. 2011) was used to calculate
Table 1 Mix proportions.
Materials Design strength
Series name C50
Cement CEM I 52.5 N (kg/m3) 225
Fly ash class F (kg/m3) 50
Blast furnace slag (kg/m3) 225
W/B ratio 0.33
Sand (kg/m3) 736
Coarse aggregate (kg/m3) 871
% Polycarboxylate-based HRWRA 0.9
Slump ﬂow (mm) 620 ± 20
Fig. 3 Rheometer for the measurement of rheological prop-
erties of mortar and cement paste.
Fig. 4 Overview of the 170 m full-scale pumping setup.
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the ﬂow conditions. In addition, a subroutine program called
the User Deﬁned Scalar (Fluent Inc. 2011) was coded to
solve Eq. (1) considering the four different viscosity model
with particle shape effects. The subroutine program was
interlocked with the general ﬂow analysis.
5. Results and Discussion
5.1 Shear Rate and Velocity
The numerical simulations considering four different vis-
cosity models in shear-induced particle migration analysis
were conducted and then the shear rate and velocity proﬁles
were calculated in Fig. 7. Each parameter is deﬁned as
normalized values: the shear rate and velocity are relative to
the maximum shear rate and velocity, respectively, and the
radius is relative to the unit length. When concerning the
shear rate results, multimodal viscosity model i.e. Farris
model, has steep changing near the wall but smooth
changing at the center region. On the other hand, unimodal
viscosity models have gradual change over the entire region,
i.e. having parabolic proﬁle. Moreover, when considering
the velocity results, which were drawn by integral of shear
rate, as expected, it shows similar pattern with shear rate
results, that is, abrupt change near the wall for the multi-
modal model and parabolic change for the three unimodal
models. Regarding the lubrication layer, it is a region where
the shear rate and velocity are changing sharply. Thus,
through these numerical calculations, it could be noted that
among four viscosity models, the multimodal viscosity
model can simulate more exactly the lubrication layer, which
means that multimodal viscosity model is more suitable to
predict the pipe ﬂow of pumped concrete.
In order to verify the calculation results, the velocity
proﬁles were compared with experimental results measured
using UVP. The velocity was measured only approximately
20 % of radius from the wall because of limitation of mea-
surement device (Choi et al. 2013a). As shown in Fig. 8, the
measured velocity also has dramatic change at the wall due
to the lubrication layer which has a good agreement with
calculation result using multimodal viscosity model. How-
ever, when taking a look at the proﬁle, there is some dis-
crepancy between the numerically calculated velocity and
experimentally measured velocity. The experimental veloc-
ity proﬁle measured by UVP has more brutal change in slope
at the wall, which creates more ﬂow rate. The discrepancy
might come from the effects of particle shape. When cal-
culating the velocity of multimodal modal, the spherical
shape of particles for both modes was basically considered.
To take into account the particle shape effects, the modiﬁed
intrinsic viscosity should be used.
Thus, numerical simulation with increased intrinsic vis-
cosity obtained through digital image processing was newly
conducted. As shown in Fig. 9, the calculated normalized
velocity with increased intrinsic viscosity approaches to the
real velocity measured with UVP. Therefore, it is worth
remarking that the increased intrinsic viscosity reﬂecting the
particle shape effects of concrete constituents should be
essentially considered to predict the concrete ﬂow in pipe.
Table 2 Experimental UVP parameters.
Item Content
Frequency (MHz) 8
Cycles per pulse 2–32
No. of proﬁles 1,024
Sound velocity (m/s) 2,680 ± 200
Doppler angle () 85 ± 0.5
Spatial resolution (mm) Min. 0.20
Fig. 5 Application point of the UVP and transparent engi-
neered plastic.
Fig. 6 Pipe modeling and mesh conﬁguration.
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5.2 Flow Rates
The ﬂow rates of concrete were compared with the actu-
ally measured ﬂow rates of a 170 m full scale pumping test.







Measured flow ratePredicted flow ratej j
Measured flow ratej j
 !
 100 ð12Þ
In case of unimodal suspension models i.e. Liu model,
Krieger–Dougherty model and Chong model, as shown in
Fig. 10, the calculated accuracy for the comparison made
was 33, 35 and 37 %, respectively. However, in case of
multimodal suspension model i.e. Farris model, without
considering the particle shape effects, as shown in Fig. 11,
the calculated accuracy become 82 %. When considering the
particle shape effects with increased intrinsic viscosity in
modiﬁed Farris model, the calculated accuracy goes up to
93 %, as shown in Fig. 12.
Through these comparison results, multimodal suspension
approximation for concrete is right method to simulate the
concrete ﬂow in pipe and taking into account the particle
shape effects would provide better insight to predict the pipe
ﬂow of pumped concrete.
Table 3 Input values for the analysis of shear-induced particle migration.
Parameters Values
Rheological properties of cement paste
Plastic viscosity (Pa s) 1.0
Yield stress (Pa) 10.0
Rheological properties of mortar
Plastic viscosity (Pa s) 2.5










s and g mean sand and aggregate, respectively.
Fig. 7 Numerical simulation results of the shear-induced particle migration on the normalized shear rate and velocity proﬁles along
the radius.
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6. Conclusion
For the prediction of concrete pumping, numerical simu-
lations considering four different viscosity models in the
shear-induced particle migration analysis were conducted
and calculated results were compared with the 170 m full-
scale pumping tests in this study and the following conclu-
sions were obtained.
1. When concrete is being pumped, the lubrication layer
which is formed at the interface between the concrete
and the wall of the pipe plays a dominant role to
facilitate the concrete pumping.
2. The shear-induced particle migration which demon-
strated that particles in suspension migrate across the
streamlines from a region of a higher shear rate to a
region of a lower shear rate is a major possible
mechanism that illustrates to the formation of the
lubrication layer.
3. Regarding the shear-induced particle migration, the
rheological parameters are a paramount factor to predict
the pipe ﬂow. Among four viscosity models used in this
study, the multimodal viscosity model representing
concrete as a three-phase material consisting of cement
paste, sand and gravel can accurately simulate the
lubrication layer and ﬂow condition of pumped
concrete.
Fig. 8 Comparison of the normalized velocity proﬁle along
the radius between numerical simulation results using
the multimodal suspension viscosity model (i.e. Farris
model) and experimentally measured velocity proﬁle
using UVP.
Fig. 9 Comparison of the normalized velocity proﬁle along
the radius between the numerical simulation results of
with and without considering the particle shape effects
and experimentally measured velocity proﬁles using
UVP.
Fig. 10 Comparison of the ﬂow rates between the numeri-
cally calculated results according to the three uni-
modal viscosity models and experimental data using
a 170 m full scale pumping test.
Fig. 11 Comparison of the ﬂow rates between the multimodal
viscosity model (i.e. Farris model) without consider-
ing the particle shape effects and experimental data
using a 170 m full scale pumping test.
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4. When calculating the multimodal viscosity model, the
increased intrinsic viscosity reﬂecting the particle shape
effects of concrete constituents, especially the sand and
the gravel should be considered to predict more exactly
the real velocity proﬁle and the ﬂow rates of pumped
concrete.
5. From this study, a comprehensive prediction methodol-
ogy for the pipe ﬂow of pumped concrete was
established.
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